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PIGMENTED LEATHER

“A versatile leather 
to withstand all 
climatic conditions”

Introducing the Ravello range, developed as a versatile leather to withstand 
all climatic conditions and heavy traffic. Featuring a semi matt finish and 
a soft silky touch, Ravello has superior abrasion and wear resistance. With 
additional technology, it works to protect against varying temperature, 
moisture and light, which will assist in reducing fade over time. This leather 
also can be embossed with 17 different prints or 14 different perforations.  
It is ideal for use in commercial and residential applications as well as public 
spaces and wall panelling.

TYPE

FINISH

SIZE

THICKNESS

APPLICATION

FINISH ADHESION

TEAR STRENGTH

TENSILE STRENGTH

ARTIFICIAL AGEING -  4 HOURS @70°C

CARE INSTRUCTIONS

COLOUR FASTNESS TO RUBBING
DRY 1500 CYCLES, WET 300 CYCLES,
PERSPIRATION ( ISO11640) 100 CYCLES
EVALUATION ISO 105-A03 /  A04

COLOUR FASTNESS TO ARTICIAL LIGHT

Bovine

Pigmented

Average 4.8sq mtrs

1.1 - 1.3mm

Commercial / Residential Applications / Hospitality 
& High Traffic / Public Spaces & Wall Panelling

UNI EN ISO 11640: 1998 ≥ 4

ISO 11644 | ≥ 4 N/CM

ISO 3376 | ≥ 130 N

ISO 3377-1 | ≥ 20 N

MINIMUM ≥ 4

Vacuum regularly with soft brush. Use a damp white
cloth that is colourfast and wipe regularly. Do not
use detergents, solvents, abrasives. Protect from  
direct sunlight and heat sources. Avoid sharp objects.

UNI EN ISO 105B02 ≥ 4 

BURNING BEHAVIOUR FMVSS 302 | ≤ 100mm/min

VIEW ENVIRONMENTAL ACCREDITATIONS & FULL SPECIFICATION DETAILS

WHEELMARK CERTIFICATION IMO 652 BLUE ANGEL CERTIFIED  LWG GOLD RATED

FIRE RATING & CERTIFICATION AS/NZS 1530.3-1999 | AS/NZS 3837-1998 Group 1

https://www.dropbox.com/sh/egjme4tkyj7oh0t/AAA8Tvq03YOd_n506GltaXkza?dl=0



